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all of the parties with whom the plan is 
coordinated, as specified in paragraph 
(g)(1) of this section, to ensure that all 
parties know their responsibilities and 
that all of the information in the plan 
is current. 

(h) Each holder of a Class I Airport 
Operating Certificate must hold a full- 
scale airport emergency plan exercise 
at least once every 36 consecutive cal-
endar months. 

(i) Each airport subject to applicable 
FAA and Transportation Security Ad-
ministration security regulations must 
ensure that instructions for response 
to paragraphs (b)(2) and (b)(7) of this 
section in the airport emergency plan 
are consistent with its approved air-
port security program. 

(j) FAA Advisory Circulars contain 
methods and procedures for the devel-
opment of an airport emergency plan 
that are acceptable to the Adminis-
trator. 

(k) The emergency plan required by 
this section must be submitted by each 
holder of a Class II, III, or IV Airport 
Operating Certificate no later than 24 
consecutive calendar months after 
June 9, 2004. 

§ 139.327 Self-inspection program. 
(a) In a manner authorized by the Ad-

ministrator, each certificate holder 
must inspect the airport to assure com-
pliance with this subpart according to 
the following schedule: 

(1) Daily, except as otherwise re-
quired by the Airport Certification 
Manual; 

(2) When required by any unusual 
condition, such as construction activi-
ties or meteorological conditions, that 
may affect safe air carrier operations; 
and 

(3) Immediately after an accident or 
incident. 

(b) Each certificate holder must pro-
vide the following: 

(1) Equipment for use in conducting 
safety inspections of the airport; 

(2) Procedures, facilities, and equip-
ment for reliable and rapid dissemina-
tion of information between the certifi-
cate holder’s personnel and air car-
riers; and 

(3) Procedures to ensure qualified 
personnel perform the inspections. 
Such procedures must ensure personnel 

are trained, as specified under § 139.303, 
and receive initial and recurrent in-
struction every 12 consecutive calendar 
months in at least the following areas: 

(i) Airport familiarization, including 
airport signs, marking and lighting. 

(ii) Airport emergency plan. 
(iii) Notice to Airmen (NOTAM) noti-

fication procedures. 
(iv) Procedures for pedestrians and 

ground vehicles in movement areas and 
safety areas. 

(v) Discrepancy reporting procedures; 
and 

(4) A reporting system to ensure 
prompt correction of unsafe airport 
conditions noted during the inspection, 
including wildlife strikes. 

(c) Each certificate holder must— 
(1) Prepare, and maintain for at least 

12 consecutive calendar months, a 
record of each inspection prescribed by 
this section, showing the conditions 
found and all corrective actions taken. 

(2) Prepare records of all training 
given after June 9, 2004 to each indi-
vidual in compliance with this section 
that includes, at a minimum, a descrip-
tion and date of training received. 
Such records must be maintained for 24 
consecutive calendar months after 
completion of training. 

(d) FAA Advisory Circulars contain 
methods and procedures for the con-
duct of airport self-inspections that are 
acceptable to the Administrator. 

§ 139.329 Pedestrians and ground vehi-
cles. 

In a manner authorized by the Ad-
ministrator, each certificate holder 
must— 

(a) Limit access to movement areas 
and safety areas only to those pedes-
trians and ground vehicles necessary 
for airport operations; 

(b) Establish and implement proce-
dures for the safe and orderly access to, 
and operation in, movement areas and 
safety areas by pedestrians and ground 
vehicles, including provisions identi-
fying the consequences of noncompli-
ance with the procedures by an em-
ployee, tenant, or contractor; 

(c) When an air traffic control tower 
is in operation, ensure that each pedes-
trian and ground vehicle in movement 
areas or safety areas is controlled by 
one of the following: 
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(1) Two-way radio communications 
between each pedestrian or vehicle and 
the tower; 

(2) An escort with two-way radio 
communications with the tower accom-
panying any pedestrian or vehicle 
without a radio; or 

(3) Measures authorized by the Ad-
ministrator for controlling pedestrians 
and vehicles, such as signs, signals, or 
guards, when it is not operationally 
practical to have two-way radio com-
munications between the tower and the 
pedestrian, vehicle, or escort; 

(d) When an air traffic control tower 
is not in operation, or there is no air 
traffic control tower, provide adequate 
procedures to control pedestrians and 
ground vehicles in movement areas or 
safety areas through two-way radio 
communications or prearranged signs 
or signals; 

(e) Ensure that each employee, ten-
ant, or contractor is trained on proce-
dures required under paragraph (b) of 
this section, including consequences of 
noncompliance, prior to moving on 
foot, or operating a ground vehicle, in 
movement areas or safety areas; and 

(f) Maintain the following records: 
(1) A description and date of training 

completed after June 9, 2004 by each in-
dividual in compliance with this sec-
tion. A record for each individual must 
be maintained for 24 consecutive 
months after the termination of an in-
dividual’s access to movement areas 
and safety areas. 

(2) A description and date of any ac-
cidents or incidents in the movement 
areas and safety areas involving air 
carrier aircraft, a ground vehicle or a 
pedestrian. Records of each accident or 
incident occurring after the June 9, 
2004 must be maintained for 12 consecu-
tive calendar months from the date of 
the accident or incident. 

§ 139.331 Obstructions. 
In a manner authorized by the Ad-

ministrator, each certificate holder 
must ensure that each object in each 
area within its authority that has been 
determined by the FAA to be an ob-
struction is removed, marked, or light-
ed, unless determined to be unneces-
sary by an FAA aeronautical study. 
FAA Advisory Circulars contain meth-
ods and procedures for the lighting of 

obstructions that are acceptable to the 
Administrator. 

§ 139.333 Protection of NAVAIDS. 

In a manner authorized by the Ad-
ministrator, each certificate holder 
must— 

(a) Prevent the construction of facili-
ties on its airport that, as determined 
by the Administrator, would derogate 
the operation of an electronic or visual 
NAVAID and air traffic control facili-
ties on the airport; 

(b) Protect—or if the owner is other 
than the certificate holder, assist in 
protecting—all NAVAIDS on its air-
port against vandalism and theft; and 

(c) Prevent, insofar as it is within the 
airport’s authority, interruption of vis-
ual and electronic signals of NAVAIDS. 

§ 139.335 Public protection. 

(a) In a manner authorized by the Ad-
ministrator, each certificate holder 
must provide— 

(1) Safeguards to prevent inadvertent 
entry to the movement area by unau-
thorized persons or vehicles; and 

(2) Reasonable protection of persons 
and property from aircraft blast. 

(b) Fencing that meets the require-
ments of applicable FAA and Transpor-
tation Security Administration secu-
rity regulations in areas subject to 
these regulations is acceptable for 
meeting the requirements of paragraph 
(a)(l) of this section. 

§ 139.337 Wildlife hazard management. 

(a) In accordance with its Airport 
Certification Manual and the require-
ments of this section, each certificate 
holder must take immediate action to 
alleviate wildlife hazards whenever 
they are detected. 

(b) In a manner authorized by the Ad-
ministrator, each certificate holder 
must ensure that a wildlife hazard as-
sessment is conducted when any of the 
following events occurs on or near the 
airport: 

(1) An air carrier aircraft experiences 
multiple wildlife strikes; 

(2) An air carrier aircraft experiences 
substantial damage from striking wild-
life. As used in this paragraph, sub-
stantial damage means damage or 
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